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BRAIDING MACHINERY 



KOKUBUN IRON WKS. CO., LTD. 
HAMAMATSU JAPAN 


PREPARATORY 6- FINISHING MACHINES 
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AUTO BOBBIN WINDER MODEL KYA 


This latest winder is specially de- 
signed for winding yarn automati- 
cally onto flanged l>ohbin of braid- 
ers. 

Bobbin carriage and yarn cutting 
will work full automatically, and 
unique feature cf this winder is 
that respective spindle can wind 
different bobbin, and traverse and 
stop motion works separately on 
each spindle. 

Bobbin to be used on this winder 
must have uniform dimensions in- 
dicated below, and plastic ones is 
better for automatic efficiency. 

If your bobbin is smaller or bigg* 
er. extra charges may be added. 



Machine Size 


Model 

Nos. of Spindle 

Length 

Width 

Height 

Net Weight 

KVA 1 

4 

64" 

32" 

60" 

360 Kgs 

KYA-2 

6 

90" 

* 

* 

540 

KYA -3 

8 

116" 


* 

700 


Nos. of Spindle 
Spindle Rev. 

Bobbin Change Time 
Bobbin Magazine Capacity 
Nos. of Strand 
Bobbin Size adaptable 


Motor 

Worker required 


Specification 
4, 6, 8 

3, 500 or 4, 000 r. p. in. 

12 sec. 

20 bobbins each 
2 strands each spindle 

a. 10mm. hole dia. ,33-^36mm flange dia. ,85 90mm. traverse, 
103~1 10mm. long 

b. or equivalent 
J HP (KYA 1) 

»} HP ; KYA 2 and 3 

5 sets a worker 


See Back Pugc 


Cat. No K-I5 




Automatic Measuring Reeler (mainly for elastic 
This machine is specially designed for winding finished 
braids automatically onto paper bobbin. The machine is 
driven by motor, and stops automatically when pre-set 
length is wound up. Special tension device is mounted, 
and one worker can operate more than two machines. 
When ordering, please indicate electric currency, size of 
bobbin and braids. 

Machine Size : 60" L) > 16"(W ; • 14"* H i 

Net Weight 100 kgs. 




♦— Auto Reeling Machine 

This machine has 1 heads and winds pre-measu- 
red braids onto four paper bobbin under proper 
tension. Kach head automatically stops when 
wound up or pulled in irregular tension. As it 
does not measure, you need to use “Measuring 
Hank Reeler" beforehand. 

Machine Size: 76". L • 30"(W)> 66" H) 

N.W. 260 Kgs 







Hand Reeler mainly for clastic tape 
This machine is designed for winding finished braids 
onto paper bobbin by hand. Easy to handle, and can wind 
braid width between 1 and 12 m m. . Counting device av- 
ailable if wanted. Explain size of bobbin and braids when 
ordering. 

N.W. 30 Kgs 


♦- Measuring Hank Reeler 

Hand type or Motor driven type) 

This reeler is driven by hand or motor, and makes hank 
of braids each in i gryd. 

N. W. 30 kgs ( 1 land Type ) 
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Arlen Models Features: 


Double thick precision plates; 
Special horn gear design: 


Lower friction; 
Less noise: 

More efficiency. 
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All shafts ball bearing equiped; 
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Tubular warp guides with carboloy rubber guide rings, top & bottom; 



3 roll take up & side take off; 

Heavy center former with carboloy ring; 
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Two sets of change gears; 

Horn gear guard; 

Spring tension high speed carriers; 

Engineered Patented Oil Bath Gear Box: 

Permitting: 1) Trouble free operation at ultra high speed: 


2) Two direction “V” belt drive for maximum efficiency and 
back to back installation without crossing the drive belt; 

3) Positive instantaneous stop motion. 

Every Machine Engineer Verified Before Delivery 
Technical Service Before & After Sales 


Arlen Models Available: 

FLAT BRAIDER: 7-9-13-17-21-25-29-33-37-41-45-49-53-65-85 SPINDLES 
ROUND BRAIDER: 8-12-16-20-24-28-32-36-40-44-48-64-96 SPINDLES 

OPTIONS: Engineered & factory proven rx 


Rubber Splitter 
Picot Attachment 


Nylon Bobbins ' 

Heavy Duty “V” Belting , \z r- 


Operating Instructions & Parts Catalogs 
Complete Range of Parts & Accessories 
Planned Set Ups & Installation Crews 



DISTRIBUTED BY: 


JU6UN MILLS INC. 


9150 MEILLEUR ST. 
JHONTREAL 354. P.Q. 


MFC,. BY KOKUBUN IRON WORKS LTD. 


ARLEN BRAIDERS 



